
CORROSIVE
CAUTION

FLAMMABLE
KEEP FIRE AWAY

CUSTOMER LOGO

The Eliminator 900 Series: Demonstration Hood
APPLICATIONS: K-12

STANDARD FEATURES

Interior Baffle Arrangement: 
Fixed Baffles (standard)

Exhaust Collar:
Type 304 s/s - 10” Dia. Round (standard)
Other ____________________________

Interior Lighting Fixture:
Standard LED Fixtures (standard)

Sash Frame & Glass:
Painted Steel Frame w/ Laminated
Safety Glass (standard)

Sash Type:
Vertical (standard)

OPTIONAL ACCESSORIES

SPECIFY FITTINGS/ 
FIXTURES REQUIRED:

BLOWER SWITCH (OPTIONAL)

LIGHT SWITCH (OPTIONAL)

120V GFI DUPLEX (OPTIONAL)

LINER MATERIAL:

POLY RESIN (standard)
304 STAINLESS STEEL
316 STAINLESS STEEL

PVC
SPECIAL

LENGTH

Custom sizes available ; Contact AMS

Special Requirements:_______________
_________________________________
_________________________________
_________________________________

BASE CABINET OPTIONS:
CORROSIVE CABINET
FLAMMABLE CABINET

VACUUM PUMP CABINET
HOOD BASE FRAME
SINK BASE CABINET

___”W x ___”H x ___”D
___”W x ___”H x ___”D
___”W x ___”H x ___”D
___”W x ___”H x ___”D
___”W x ___”H x ___”D

CABINET PULL OPTIONS:

BRUSHED ALUMINUM BAR STYLE
BRUSHED STEEL WIRE STYLE
BRUSHED ALUMINUM RECESS STYLE
BLACK RECESS STYLE
STAINLESS STEEL WIRE STYLE

WORK SURFACE MATERIAL:

BLACK EPOXY (standard)

TYPE 304 STAINLESS STEEL
TYPE 316 STAINLESS STEEL

Other Color: ___________

Lattice Assembly:
NONE

Aluminum Lattice Assembly
Stainless Steel Assembly

Interior Lighting Fixture:
Explosion Proof Light

Fume Hood Alarm Option:

Sash Frame & Glass:

Alarm Tel AFA_500
Alarm Tel AFA_1000

Stainless Steel Frame w/ Laminated Safety Glass
Ceiling Enclosure:

Yes  (Height:__________) No

Sash Type:
Combination (Horizontal + Vertical)
Horizontal (Sliding only)

Additional Options:
Blower
Sash Stops
Sash Locks

Sash Alarm
Sash Cap

Service Fixture (Deck Mount Type):
Specify: ________________________________________
_____________________________________________

AIR MASTER SYSTEMS CORP
6480 Norton Center Dr.

Muskegon, MI 49441
Tel: (231) 798-1111  Fax: (231) 798-4000

 

Customer:_______________
Qty:_______________

Color:_______________

48” 60”

Please Specify 
Left or Right:

LEFT RIGHT
(Lefthand Shown)

**Note: Service Fixtures must be deck mounted

NO WORKSURFACE REQUIRED

Sash Interlock (standard)

Plastic Lattice Assembly

WIRING DIAGRAM

WIRING DIAGRAM REQUIRED

ALARM 500
ALARM 1000

OTHER ALARM / VAV (CUTOUT ONLY)

**DECK MOUNT PLUMBING
FIXTURES AVAILABLE**

Alarm / VAV Cutout (Customer MUST provide cutout detail)

Hinged Access Panel on Ceiling Enclosures?:
Yes No

Pre-Wire + Electrical:
Yes No



Part #
W H D

Superstructure

W H D

Worktop Hood Opening

W H
CFM
@29”

CFM
@18”

SP
Blower
Model #

Shipping
Weight

EH-911-60 60” 48” 30” 60” 1.25” 32” 53” 26.5” 1030 722 BL-900-60 500.75

HOOD SIZE

22”

16”

10”

3.875”

3.875”

4”

4”

1.125”
HOLE

FOR CW

2” DIA HOLES
2 PLACES

5.875”

32”
7/8” HOLE
FOR GAS

11”

3.875”

16” 16”

The Eliminator 900 Series: Demonstration Hood
APPLICATIONS: K-12

Horizontal Section End View

Epoxy Work Surface
(Specify location of cupsink)

Vertical Section

NOTE: THIS COUNTERTOP ALLOWS FOR
A 1” OVERHAND ON FRONT AND BACK

LEFT SIDE RIGHT SIDE

CUPSINK OPTIONS:

3” x 6”
3” x 9”

ADD 0.25” RAISED RIM

OTHER ____________
NONE

60”

32”

1” 1”

EXHAUST DUCT

WEIGHTS

48”

18”

30”

1” 1”

30”
15”

1.25”
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